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CONSTRUCTION DETAILS
t. INSTALL THE PROPOSED SIGNALS (2), PUSHBUTTON. AND SIGN ON THE EXISTING SIGMAL POLE.
2. INSTALL THE PROPOSED 10’ BREAKAWAY PEDESTAL POLE AND BASE. PUSHBUTTON, SIGN, AND PROPOSED STGNALS (2).
3. INSTALL 27 PVC SCHEDULE 8Q CONDUIT - BORED.
4. INSTALL THE 37 PVC SCHEDULE 80 CONDUIT - BORED (FOR PROPDSED SERVICE).
5. USE THE EXISTING CONDUIT.
6. USE THE EXISTING HANDHOLE.
7. INSTALL THE PROPOSED EIGHT PHASE FULLY ACTUATED CONTROLLER HOUSED IN A SIZE “6" USED BASE MOUNTED
CABINET WITH CONCRETE FOUNDATION, TWG (2) 47 PVC SCHEDULE 80 CONDUIT BENDS. AND TWE—t2-—2-—PyT
SCHEDUEE—86—BENDS, ONE (1) 37 PVC SCHEDULE 80 BEND. AND ONE (1) 27 PVC SCHEDULE 80 CONDUIT BEND.
8. INSTALL THE PROPGSED GROUND ROD [N THE EXISTING HANDHOLE.
9. INSTALL 3" PVC SCHEDULE 80 CONDUIT BEND AT THE BOTTOM OF THE EXISTING UTILITY POLE (FOR PROPUSED SERVICE ).
10. INSTALL 8’ x 30’ LOOP DETECTOR (3-6-3 TURNS). DISCONNECT THE EXISTING LOOP DETECTOR.
11, INSTALL 17 LIGUID TICGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE.
12. [NSTALL 27 PVC SCHEDULE 80 BEND AT THE BOTTOM OF THE UTILITY POLE (FOR THE TELEPHONE DROP).
13. INSTALL THE PROPOSED 47 PVC SCHEDULE 80 CONDUIT - TRENCHED. CAP AND ABANDON THE EXISTING CONDUIT.
14. REMOVE THE EXISTING POLE MOUNTED CABINET.
15. INSTALL 37 PVC SCHEDULE 80 CONDUIT - TRENCHED (FOR PROPDSED SERVICE).
16. EXISTING SERVICE FEED TO BE REMOVED BY BGA&E.
17. INSTALL 2” PVC SCHEDULE 80 CONDUIT - TRENCHED (FOR THE TELEPHONE DROP).
18. PAVEMENT MARKINGS ARE TO BE INSTALLED BY DISTRICT 4 PERSONNEL.
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